TITAN ENGINEERING SCREEN

Meki Titan Engineering Screen is the best solution for theaters and other large-scale demonstrations sites. It is
designed for both indoor or outdoor stages. Meki TES uses Pro-Matte white screen fabric, and the maximum width is
up to 12 metres. It equipped with a heavy duty bottom bar which stabilizes and keeps the screen to remain flat at all
times, without deformation. Comes with built-in high quality silent tubular motor and built-in receiver.
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Model Ratio Diagonal Viewing Size Left & Right Top Black Bottom Black Casing Size
(inch) W x H (mm) Black Border (mm) Border (mm) Border (mm) Lx A xB (mm)
D w H B1 B2 B3 L A B
TES-NTSC-250D 250 4980 3740 50 50 50 5610 400 420
TES-NTSC-300D 300 6000 4500 50 50 50 6630 400 420
TES-NTSC-400D 4:3 400 8010 6010 60 60 60 8660 450 500
TES-NTSC-500D 500 10020 7520 70 70 70 10690 450 500
TES-NTSC-600D 600 12040 9030 80 80 80 12730 450 500
TES-NTSC-250D 250 5400 3050 50 50 50 6070 400 420
TES-NTSC-300D 16:9 300 6530 3670 60 60 60 7180 400 420
TES-NTSC-400D 400 8920 4900 70 70 70 9390 450 500
TES-NTSC-400D 500 10920 6130 80 80 80 11610 450 500




